ORIS Proof Color Tables - PSO - EPSON Stylus Pro 4900, 7900, 9900

Printing standard:
Paper:

Printers:

Ink:

Resolution:
Printing mode:
Color Mode:
Noise Filter:

PSO
ORIS PearlPROOF Super 240 g/m®

EPSON Stylus Pro 4900, 7900, 9900
Epson Ultrachrome HDR Ink, Photo Black
Super Fine 720x1440 dpi

Bidirectional

Photo Black

CMY=8%, K=12%

Printing Standard

Paper
White
Simul.

ORIS Color Table (DAT file)

Reference Printer Profile (RFP file)

ORIS PearlPROOF Super,

Semimatt White 240 g/m” 240 g/m*

PSO LWC Improved

130 Epson x900 Pearl Super PSO_LWC_Improved_eci.dat

(FOGRA 45) Yes (Noise Filter CMYK 8%) 130 Epson x900 Pearl Super.rfp
(PFSOOGLFJ;,]A cz%ted Yes %Sgifepéﬁpeﬁiohafsgg/super PSO_Uncoated_ISO12647_eci.dat 130 Epson x900 Pearl Super.rfp
(PFSOOGCI;OAaZ%c)J NPScreen Yes 130 Epson x900 Pearl Super PSO_Coated_NPscreen_IS012647_eci.dat 130 Epson x900 Pearl Super.rfp
(PFSCC))GURrx:c‘J‘Zt)ed NPScreen Yes 130 Epson x900 Pearl Super PSO_Uncoated NPscreen 1SO12647 eci.dat | 130 Epson x900 Pearl Super.rfp
I(DFSOOGI\R/I)'I:(if)aper Yes 130 Epson x900 Pearl Super PSO_MFC_Paper_eci.dat 130 Epson x900 Pearl Super.rfp

ORIS PearlPROOF Select, Semimatt 210 g/m®

PSO LWC Improved

(FOGRA 45) Yes 129 Epson x900 Pearl Select 210 PSO_LWC_Improved_eci.dat 129 Epson x900 Pearl Select 210.rfp
(PFSOOG;\Xi;ta”dard Yes |129 Epson x900 Pearl Select 210 PSO_LWC_Standard_eci.dat 129 Epson x900 Pearl Select 210.rfp
(PFSOOG%%""Z%‘)’ NPScreen | yos | 129 Epson x900 Pearl Select 210 PSO_Coated_NPscreen_ISO12647 ecidat | 129 Epson x900 Pearl Select 210.rfp
(PFSOOG'\FQZalp)aper Yes |129 Epson x900 Pearl Select 210 PSO_MFC_Paper_eci.dat 129 Epson x900 Pearl Select 210.rfp

LICGS

CGS Publishing Technologies International
Tel: +49 6182 9626 0 e Fax: +49 6182 9626 99
WWW.CQS-0ris.com e support@cgs-oris.com




[English]
To achieve optimum color matches the printers have to linearized and calibrated using the RFP files listed here. Please refer to the
Color Tuner User Manual for detailed instructions.

[Deutsch]
Fir eine optimale Farbanpassung muss der Drucker linearisiert und mit den angegebenen RFP-Dateien kalibriert werden.
Eine Anleitung finden Sie im Color Tuner Benutzerhandbuch.
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